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Insulated Aerial Access platforms
OVERVIEW

T-3100-I SST/EST-37-EIH SST/EST-40-EIH SST-37-EIH SST-40-EIH
Working height 11.4 m 13.3 m 14.2 m 12.4 / 12.2 m 13.4  / 13.2 m
Platform height 9.4 m 11.3 m 12.2 m 10.4 / 10.2 m 11.4  / 11.2 m

Max horizontal reach 7.2 m  9.0 m 9.0 m 9.0 / 8.0 m 9.0 / 8.0 m

Max platform capacity 200 kg 200 kg 200 kg 136 / 200 kg 136 / 200 kg

Standard platform Endhung Endhung Endhung Endhung Endhung

MH-Jib / winch N/A N/A N/A N/A N/A

MH capacity - - - - -

Std. Insulation 46 KV 46 KV 46 KV 46 KV 46 KV

Max. Insulation - - - - -

Approval ANSI / CE ANSI / CE ANSI / CE ANSI ANSI/CE

Option - Rotator Rotator - -

VST-36-I VST-40-I VST-47-I VST-52-I
Working height 13.1 m 14.3  m 16.2 17.7 m
Platform height 11.1 m 12.3  m 14.2 15.7 m

Max horizontal reach 8.5 m  9.7 m  9.8 m 9.7 m

Max platform capacity 272 kg 272 kg 225 kg 225 kg

Standard platform Endhung Endhung Endhung Endhung

MH-Jib / winch Option Option Option Option

MH capacity 455 kg 455 kg 455 kg 455 kg

Std. Insulation 46 KV 46 KV 46 KV 46 KV

Max. Insulation - 69 KV* - -

Approval ANSI/CE ANSI/CE ANSI/CE ANSI/CE

Option Hyd. Ext. Jib Hyd. Ext. Jib Hyd. Ext. Jib Hyd. Ext. Jib

VO-29-I VO-32-I VO-36-I VO-40-I VO-43-I
Working height 11.0 m 11.9 m 13.3 m 14.1 m 15.0 m
Platform height 9.0 m 9.9 m 11.3 m 12.1 m 13.0 m

Max horizontal reach 7.0 m 7.9 m 9.3 m 9.9 m 10.9 m

Max platform capacity 180 kg 180 kg 180 kg 180 kg 200 kg

Standard platform Sidehung Sidehung Sidehung Sidehung Sidehung

MH-Jib / winch N/A N/A N/A Option N/A

MH capacity - - - 500 kg -

Std. Insulation 46 KV 46 KV 46 KV 46 K V 46 KV

Max. Insulation - - 69 KV 69 KV 69 KV

Approval ANSI ANSI ANSI ANSI ANSI

Option - - N. O.Center  "VN" Hyd. Jib -

VANTEL-29-EIH ET-36-IFH TEL-29-EI / EIH ET-29- EIH TEL-35-EIH
Working height 10.8 m 13.4 m 11.3 / 10.8 m 10.8 m 12.7 m
Platform height 8.8 m 11.4 m 9.3 / 8.8 m 8.8 m 10.7 m

Max horizontal reach 7.4 m 7.3 m 7.6 / 7.4 m 7.3 m  7.0 m

Max platform capacity 136 kg 200 kg 136 kg 200 kg 200 kg

Standard platform Endhung Endhung Endhung Endhung Endhung

MH-Jib / winch N/A N/A N/A N/A N/A

MH capacity - - - - -

Std. Insulation 46 KV 46 KV 46 KV 46 KV 46 KV

Max. Insulation - - - - -

Approval ANSI CE ANSI CE ANSI / CE

Option IH Sidehung - I / IH Sidehung Sidehung Rotator

VST-36-SI VST-40-SI VST-47-SI VST-52-SI
Working height 13.0 m 14.2 m 16.1 m 17.6 m
Platform height 11.0 m 12.2 m 14.1 m 15.6 m

Max horizontal reach 8.7 m 9.9 m  10.0 m  9.9 m

Max platform capacity 200 kg 200 kg 180 kg 180 kg

Standard platform Sidehung Sidehung Sidehung Sidehung

MH-Jib / winch STD. STD. STD. STD.

MH capacity 455 kg 455 kg 455 kg 455 kg

Std. Insulation 46 KV 46 KV 46 KV 46 KV

Max. Insulation - - - -

Approval ANSI/CE ANSI/CE ANSI/CE ANSI/CE

Option 2 Man bucket 2 Man bucket 2 Man bucket 2 Man bucket

VST-5000-I VST-5500-I VST-6000-I VST-7500-I VOE-36-MHI
Working height 17.3 m 18.8 m 20.3 m 24.9 m 13.3 m
Platform height 15.3 m 16.8 m 18.3 m 22.9 m 11.3 m

Max horizontal reach 11.7 m 12.1 m 12.5 m 14.8 m 9.3 m

Max platform capacity 272 kg 272 kg 272 kg 360 kg 2 X 130 kg

Standard platform Endhung Endhung Endhung Endhung Sidehung

MH-Jib / winch Option Option Option Option Std.

MH capacity 455 kg 455 kg 455 kg 900 kg 660 kg

Std. Insulation 46 KV 46 KV 46 KV 46 KV 46 KV

Max. Insulation 69 KV* 69 KV* 69 KV* 345 KV 69 KV

Approval ANSI / CE ANSI / CE ANSI / CE ANSI / CE CE

Option Dual bucket Dual bucket Dual bucket - -


